Rigging Inspection - Hoists
( all items that are in satisfactory condition.

X all items that are not in satisfactory condition.  Note:  Unsatisfactory items should be corrected prior to use.  Tag the controls “Do Not Use” until repaired.

	Hoist = H

Chain = C


	Safe working load indicated on hoist
	Supporting structure SWL >/= that of hoist
	Hook latch functioning properly
	Less than 15% stretch on hook throat; hook twist < 10 degrees
	No wear or elongation of chain links
	

	TYPE OF EQUIPMENT
	SERIAL

NUMBER
	
	
	
	
	
	

	Ex. H 2-ton
	XXXXXX
	(
	(
	(
	(
	n/a
	

	Ex. C 1” x 8’
	XXXXXX
	n/a
	n/a
	n/a
	n/a
	(
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Comments: _______________________________________________________

________________________________________________________________________________________________________________________________________________________________________________________________

Inspected by: _________________________
Date: _________________

